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7 ENGLISH

SPECIFICATIONS
HR2670 HR2670FT

Capacities Concrete 26 mm

Core bit 68 mm

Diamond core bit (dry type) 80 mm

Steel 13 mm

Wood 32 mm

No load speed 0 - 1,500 min-1

Blows per minute 0 - 4,500 min-1

Overall length 362 mm 390 mm

Net weight 2.9 - 3.4 kg 3.1 - 3.3 kg

Safety class /II

without notice.

EPTA-Procedure 01/2014, are shown in the table.

The tool is intended for hammer drilling and drilling in 
brick, concrete and stone as well as for chiselling work. 
It is also suitable for drilling without impact in wood, 
metal, ceramic and plastic.

The tool should be connected only to a power supply of 
the same voltage as indicated on the nameplate, and 
can only be operated on single-phase AC supply. They 
are double-insulated and can, therefore, also be used 
from sockets without earth wire.

The typical A-weighted noise level determined accord-
ing to EN62841-2-6:

Sound pressure level (LpA) : 94 dB (A)
Sound power level (LWA) : 102 dB (A)
Uncertainty (K) : 3 dB (A)

Sound pressure level (LpA) : 94 dB(A)
Sound power level (LWA) : 102 dB (A)
Uncertainty (K) : 3 dB(A)

 The declared noise emission value(s) has 
been measured in accordance with a standard test 
method and may be used for comparing one tool with 
another.

 The declared noise emission value(s) 
may also be used in a preliminary assessment of 
exposure.

WARNING: 
WARNING: 

WARNING: 

The following table shows the vibration total value 
(tri-axial vector sum) determined according to applica-
ble standard.

Hammer 
drilling into 
concrete 
(ah, HD)

16.1 m/s2 1.5 m/s2 EN62841-2-6

Chiselling  
(ah, CHeq)

14.2 m/s2 1.5 m/s2 EN62841-2-6
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HR2670 HR2670FT

Výkony Beton 26 mm

68 mm

korunka (suchý typ)
80 mm

Ocel 13 mm

32 mm

0 – 1 500 min-1

0 – 4 500 min-1

362 mm 390 mm

2,9 – 3,4 kg 3,1 – 3,3 kg

/II

 

EN62841-2-6:

pA): 94 dB(A)
WA): 102 dB (A)

pA): 94 dB(A)
WA): 102 dB (A)

sebou.

-

VAROVÁNÍ: 
VAROVÁNÍ: 

VAROVÁNÍ: 

-

normy.

betonu (ah, HD)

16,1 m/s2 1,5 m/s2 EN62841-2-6

(ah, CHeq)
14,2 m/s2 1,5 m/s2 EN62841-2-6

betonu (ah, HD)

15,7 m/s2 1,5 m/s2 EN62841-2-6

(ah, CHeq)
14,0 m/s2 1,5 m/s2 EN62841-2-6
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VAROVÁNÍ: 

VAROVÁNÍ: 

VAROVÁNÍ 
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plynu.
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Nasazení nebo vyjmutí vrtáku
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POZOR: 
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polohy 

Obr.29

krytek proti stropu.
Obr.30

POZOR: 

POZOR: 

     1.

 

-

     1. Otvor
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POZOR: 

 

-

Makita.

hrotem SDS-Plus)

• Sada protiprachových krytek



Makita Europe N.V.
Jan-Baptist Vinkstraat 2, 3070 Kortenberg, Belgium

Makita Corporation
3-11-8, Sumiyoshi-cho, Anjo, Aichi 446-8502 Japan 885A80-974

EN, PL, HU, SK, 
CS, UK, RO, DE
20240718
 


